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2004-2005 Honda CBR1000RR

Inst allation Instructions

Part s List (Button Adjustment Display)
1 Power Commander
1 USB Cable
1 CD-ROM w
1 Inst  allation Guide " coMMANER?"]
1 Power Adapter - Low
2 Power Commander Decals
2 Dynojet Decals
1 V elcro ‘s trip
1 Alcohol Swab

The ignition MUST be turned

OFF before inst allation!

Y ou can also download the Power

Commander sof tware and latest map s

from our web site at:

www Apowercommander .com

PLEASE READ DIRECTIONS BEFORE ST ARTING INST

Dynojet Research 2191 Mendenhall Degas, Naft&A081 V (800) 992-4@@3em&mmmder/
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Fig. A

Fig. B

Fig. C

Remove the main seat and the passen

ger seat.

Remove the fuel tank cover

Remove the two bolts for the rear tail

section (Fig. A).

Remove the left hand side mid fairing.

Lay the PCIIl in the tail section tem

porarily

Route the harness towards the front of
the bike. Keep the harness between
the outside of the subframe and inside
the tail section (Fig. B). Gently pull
out on the lower left hand side of the
tail section to allow room for the har
ness. Route the harness between the
battery and the subframe and go

towards the throttle bodies.

Remove the fuel tank stop bracket to
route the PCIII harness underneath it

(Fig.C).
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8 Attach the ground wire from the PCIII
to the negative side of the battery

(Fig. D).
PCIII harness

9 Reinstall the frame stop bracket.
Rotate the fuel tank upwards and hold

in this position.

Ground wire from PCIII

10 Unplug the stock wiring harness con
S tock o )
ock connectors nectors from the throttle bodies

(Fig. E).

NOTE: This bike has a set of upper and
lower injectors. Make sur
the PCIII to the lower set of injectors

at the thr ottle bodies.

Ll
o
LL

11 Plug the PCIII connectors in-line of
PCIII connectors -
the stock wiring harness and throttle

bodies (Fig. F).

Connect the ORANGE
the far left cylinder (Cylinder #1) and

continue to the right.

Fig. F

S tock connectors
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e to connect

PCIII wires to



12 Locate the throttle position connector

TPS connector (TPS) on the left hand side of the

throttle bodies (Fig. G).

13 Unplug this connector from the throt
tle bodies.
(@]
LL
14 Plug the TPS connectors from the
PCHll connectors PCIll in line of the throttle bodies and
the stock wiring harness (Fig. H).
I
(@]
LL

S tock connector

15 Install the PCIII in the tail section
(Fig. 1). It is not necessary to use the

velcro unless desired.

16 Reinstall all bodywork and hardware.
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