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Locate the front stock O2 sensor connection. This is located in front of the oil
filter. Unplug the O2 sensor from the wiring harness.

Plug one of the Dynojet O2 sensor eliminators into the stock wiring harness
(Fig. G).

The stock O2 sensor does not need to be connected to anything. The sensor
can be removed completely from the motorcycle if desired. If using the
Autotune kit remove the stock sensor and install the Dynojet O2 sensor into
the exhaust.

Locate the rear stock O2 sensor connection. This is located behind the rear
exhaust pipe. Unplug the O2 sensor from the wiring harness.

Plug one of the Dynojet O2 sensor eliminators into the stock wiring harness
(Fig. H).

The stock O2 sensor does not need to be connected to anything. The sensor
can be removed completely from the motorcycle if desired. If using the
Autotune kit remove the stock sensor and install the Dynojet O2 sensor into
the exhaust.

Follow these instructions when installing the Autotune Kit (part #AT-100

Remove the left hand side cover.

Using the supplied velcro install the Autotune modules as shown in Figure J.
Make sure the velcro does not cover the designation of the unit on the
back (AT #1 or AT#2). The modules are coded to the front and rear
cylinders.

Remove the rubber plug for the diagnostic connector. Plug the lead from the
Autotune kit into the stock diagnostic connector (Fig. J).
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Connect the longer harness to the front O2 sensor. Route the harness along
the front down tube and along the backbone of the frame to Autotune module
AT#1. Wire the harness to the module per Figure K. The harness can be cut
to length if desired.

Repeat step 4 for the rear cylinder. Wire the harness to Autotune Module
AT#2. The harness can be cut to length if desired.

Use the short CAN bus cable to connect one Autotune module to the other.
It does not matter what ports are used.

Use the longer CAN bus cable to connect one of the Autotune modules to the
PCV. It does not matter what ports are used.

Install the CAN termination plug into the open port of the Autotune module.
Secure the harnesses in place as to not contact the exhaust.
Reinstall the side cover.

Go to www.powercommander.com for maps and software updates.
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