
2006-2007 Kawasaki VN900 - PCIII USB - 1i225-41 1 www .powercommander .com

2006-2007 Kawasak i  VN900

Ins t a l la t ion Ins t ruc t ions

Dynojet Research   2191 Mendenhall Drive   North Las Vegas, NV 89081   (800) 992-4993   www.powercommander.com

Part s List

1 Power Commander

1 USB Cable

1 CD-ROM

1 Inst allation Guide

1 Power Adapter

2 Power Commander Decals

2 Dynojet Decals

2 Dual lock V elcro
®

S trip

1 W ire t ap

1 Alcohol Swab

Y ou can also download the Power

Commander sof tware and latest map s

from our web site at:

www .powercommander .com

The ignition MUST be turned

OFF before inst allation!

PLEASE READ ALL DIRECTIONS BEFORE ST ARTING INST ALLA TION

Button Adjustment Display

Faceplate Buttons

USB Port
Expansion Port



3 Lay the PCIII near the battery temporarily .

Route the PCIII under the frame and route

along side the stock harness towards the throt -

tle bodies (Fig. B)

4 Unplug the stock wiring harness from the

throttle bodies (Fig. C).  
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PCIII harness

Unplug

1. Remove the seat.  Remove the fuel tank

2 Remove the battery cover by removing the 2

screws (Fig. A).
Remove screws



6 Locate the Throttle Position Sensor connector

(Fig. E).  Y ou can unplug this connection for

easier access if needed.

7 Crimp the supplied wire tap to the YELLOW

wire with the WHITE stripe (Fig. F).

8 Connect the GREY wire from the PCIII to the

wire tap (Fig. F)

Note:  W e r ecommend to use dielectric gr ease

on these connections.

9 Reconnect the TPS plug if it was discon

nected. 
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5 Plug the PCIII harness in-line of the stock

inectors and wiring harness (Fig. D). 

Connect the ORANGE colored PCIII wires to

the front cylinder .

Note:  Hoses wer e disconnected for pictur e clarity .
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S tock connector

Grey wire from PCIII
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12 Install the Power Commander to the rear of

the battery box (Fig. H).  Make sure the PCIII

is mounted down about 2” from the top of the

battery box to clear the swingarm.

13 Reinstall the battery cover making sure the

PCIII harness does not get damaged.

14 Reinstall the seat and fuel tank.

F
ig

. 
G

F
ig

.H

2006-2007 Kawasaki VN900 - PCIII USB - 4i225-41 1 www .powercommander .com

10 Lift up on the battery box and route the PCIII

harness underneath the mounting tab (Fig. G).

1 1 Attach the ground wire from the PCIII to the

negative side of the battery (Fig. G).

Ground wire

PCIII harness


