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Part s List

1 Power Commander

1 USB Cable

1 CD-ROM

1 Inst allation Guide

1 Power Adapter

2 Power Commander Decals

2 Dynojet Decals

1 O2 eliminator

2 V elcro
®

S trip

1 Alcohol Swab

Y ou can also download the Power

Commander sof tware and latest map s

from our web site at:

www .powercommander .com

The ignition MUST be turned

OFF before inst allation!

PLEASE READ ALL DIRECTIONS BEFORE ST ARTING INST ALLA TION

Button Adjustment Display

Faceplate Buttons

USB Port
Expansion Port



1 Lift the seat up.

2 Remove the engine cover (Fig. A) by remov -

ing the screws.

3 Unplug the wiring harness from the injector

(Fig. B).

4 Plug the PCIII connectors in-line of the stock

wiring harness and injector (Fig. C).
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5 Unplug the Throttle Position Sensor connec -

tor from the throttle body (Fig. B).

6 Crimp the supplied wire tap onto the YEL -

LOW wire of the stock harness (Fig. D).

7 Connect the GREY wire from the PCIII to the

wire tap (Fig. D).

It is r ecommended to use dielectric gr ease on

this connection.

8 Plug the TPS connector back onto the throttle

body .

9 Route the ground wire from the PCIII down

the right hand side of the engine.

10 Remove the right hand side engine side cover

bolt and attach the ground wire from the

PCIII to this bolt (Fig. E).
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W ire tap

1 1 Attach the PCIII to the left hand side of the

air box using the supplied velcro.  Make sure

to clean both surfaces with the alcohol swab

before attaching.

12 Reinstall the engine cover .

Grey wire 

from PCIII



13 Locate the stock O2 sensor where it connects

to the main wiring harness (Fig. G).

Figure G was taken from the left hand side of

the scooter in front of the rear tire.  Y ou can

follow the wires coming out of the exhaust to

this connection.

14 Unplug the O2 sensor from the wiring harness

and plug the Dynojet O2 eliminator into the

wiring harness.  The stock O2 sensor will

NOT be connected to anything anymore..
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