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2006 Y amaha Roadl iner  /  S t ra to l iner

Ins t a l la t ion Ins t ruc t ions

Dynojet Research   2191 Mendenhall Drive   North Las Vegas, NV 89081   (800) 992-4993   www.powercommander.com

Part s List

1 Power Commander

1 USB Cable

1 W ire T ap

1 CD-ROM

1 Inst allation Guide

1 Power Adapter

2 Power Commander Decals

2 Dynojet Decals

2 V elcro
®

S trip

1 Alcohol Swab

Y ou can also download the Power

Commander sof tware and latest map s

from our web site at:

www .powercommander .com

The ignition MUST be turned

OFF before inst allation!

PLEASE READ ALL DIRECTIONS BEFORE ST ARTING INST ALLA TION

Button Adjustment Display

Faceplate Buttons

USB PortExpansion Port



1 Remove the seat. 

2 Remove the right hand cosmetic

engine cover (Fig. A).  There is a bolt

at the front and rear of this cover .

3 Lay the PCIII in the area of the ECU.   

4 Route the PCIII harness underneath

the seat latch plate and under the right

hand side of the frame (Fig. B).

5 Route the PCIII harness above the

cylinder head following the frame.  

Route the PCIII harness behind the

engine mount bracket (Fig. C).
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Remove this cover

PCIII harness

PCIII harness



6 Unplug the WHITE 3 pin connector

and the CLEAR 6 pin connector (Fig.

D). These connectors are located

behind the ignition coils and lead to

the throttle bodies.

7 Plug the connectors from the PCIII in-

line of the stock wiring harness and

the throttle bodies (Fig. E).

8 Remove the strap from the ECU and

move the ECU out of the way to

access the wires underneath.

9 Locate the WHITE 2 pin connector

that has a BROWN and a BLACK

wire.  Remove the blank end of this

connection (Fig. F).
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PCIII harness

S tock connectors

PCIII connectors

Remove cap



10 Plug the RED wire from the PCIII to

stock wiring harness (Fig. G).

1 1 Reinstall the ECU back into its stock

position.

12 Locate the stock ground. Follow the

negative battery cable to the frame.

Remove the allen bolt that secures the

ground cable to the frame.  Reinstall

the allen bolt thru the stock ground

cable, then thru the ground wire for

the PCIII into the frame (Fig. H)

13 Use the supplied velcro to attach the

PCIII on top of the ECU (Fig. J).

Make sure to clean both surfaces with

the alcohol swab first.
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PCIII connectors

Ground wire from PCIII



14 T o get the full potential out of the

motorcycle and the PCIII we recom -

mend disconnecting the O2 sensor .

Follow the wire harness from the O2

sensor to the connection behind the

frame and disconnect it (Fig. K).

15 Reinstall the cover and the seat.
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O2 sensor connection

O2 sensor


